
Front x1

back x1
Side x2

Base x1

Knob x1

Roundhead x17

Bracket x8

Rubber foot x4

Top x1

Countersunk x4

Kontax case assembly instructions

These instructions cover a range of different cases. All the cases are assembled in 
exactly the same way, the only difference between them is the sizes of the plates.



Roundhead x2
Bracket x2

Peel film

Peel films away from 
the edge of the side 
plate (do not remove 
completely at this 
stage) and screw 2 
roundhead screws 
into the brackets.

Note the alignment 
of the flat surfaces on
the brackets and 
make sure the 
outside face of the 
plate is as shown. 

Repeat for the 
second side plate.



Roundhead x2

Peel films away from the edge of the 
front plate (do not remove completely 
at this stage) and screw 2 roundhead 
screws into the brackets. make sure the 
outside face of the plate is as shown.

Peel film



Roundhead x2

Peel films away from the edge of the 
back plate (do not remove completely 
at this stage) and screw 2 roundhead 
screws into the brackets. Make sure the 
outside face of the plate is as shown.

Peel film



Front plate (& back plate)

Side plate

Bracket

Roundhead

Peel film

Take the front 
plate sub-
assembly. 

Peel films away 
from the 2nd 
edge of the 
side plate and 
screw 2 
roundhead 
screws into the 
brackets. Note 
the alignment 
of the flat 
surfaces on
the brackets.

Repeat for the 
back plate sub-
assembly.



Back plate

Front plate Side plate

Side plate
Roundhead x4

Peel film

Peel film

Peel films away from the edges of the front and back plate and 
position the 2 sub-assemblies as shown. Screw 4 roundhead 
screws into the brackets to fix the 4 plates together.



Peel all films completely off all 4 plates.



Base plate

Rubber foot x4

Countersunk x4

Peel films completely off both sides of the bottom plate and 
locate the side that has countersinks on the holes. With the 
countersinks upwards lower the plate onto the brackets, it should 
fit inside the outer plates. Screw 4 countersunk screws into the  
brackets, the tops of the screws should be below the surface of 
the plate. Fit the rubber feet over the screws.



Peel films completely off both sides of the top plate and screw 1 
roundhead screw through the plate into the knob. Turn the case 
upside down and put it down on the 4 feet. Lower the top plate 
onto the brackets. It should fit inside the outer plates.



The case is now fully assembled.
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